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DescriptionDescriptionDescriptionDescription    
StandardsStandardsStandardsStandards    
llll     

  marking according to  
EN 1317-2:2010 
CE certificate from certificate from certificate from certificate from March, 31th 2017 
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Containment 

level 
Crash test criteria Kinetic 

energy 

Recommended 

level of use 

 Test 
Impact 

speed 

Angle  

Of  impact  

Vehicule 

weight 
  

H2 TB 51 70 Km/h 20° 13000 Kg 287,6 kJ 
High 

containment 

TERTU  distributor forTERTU  distributor forTERTU  distributor forTERTU  distributor for 

Packing & loading :Packing & loading :Packing & loading :Packing & loading :    
Module length: 6 m 
Maximum weight  : 4,8t for a 36m long 
unit 

4 complete 36m units on 1 full truck 
load 

Testing conditionTesting conditionTesting conditionTesting condition    

PerformancesPerformancesPerformancesPerformances    

Working width 
Dynamic 

deflec0on 

Severity 

class 

Vehicle  

intrusion 

W3 (0.9m) Dm (0,3m) B VI3 (1.0m) 

Containment 

level 

H2 

Galvanized steel : S275JR 

Total length = 40,5m 

Height above ground = 1.00m 

Width  = 0,62m 

Standard module  : 6m 

Moveable opening  = 36m 

Adaptable for carriage ways,  2 x2, 2 x3 and more  

6m unit6m unit6m unit6m unit    TerminalTerminalTerminalTerminal    



Euro TRACC 110 DroitEuro TRACC 110 DroitEuro TRACC 110 DroitEuro TRACC 110 Droit    

www.tertu.com 

           TransitionTransitionTransitionTransition    

Connection to concrete barrier 

            INSTALLATIONINSTALLATIONINSTALLATIONINSTALLATION    

• Quick and easy on concrete or asphalt 

• Simplified opening 

• Wheeled opening system every 6 meters 

• Easy connection to steel guardrails or New 

Jersey concrete barriers 

• Permanent or temporary road applications 

• Road work sites protections, contra flow situations 
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