
Wood specie : DOUGLAS firDOUGLAS firDOUGLAS firDOUGLAS fir, pressure treated wood with chromium and arsenic 
free preservatives according to standard EN 335standard EN 335standard EN 335standard EN 335. PEFC PEFC PEFC PEFC certificated wood.  
10101010----year guarantee year guarantee year guarantee year guarantee against fungus and cryptogam attack. 

PRODUCT DATASHEETPRODUCT DATASHEETPRODUCT DATASHEETPRODUCT DATASHEET    
PERMANENT BOUNDARY DIAM. 14 in 1.50 m PERMANENT BOUNDARY DIAM. 14 in 1.50 m PERMANENT BOUNDARY DIAM. 14 in 1.50 m PERMANENT BOUNDARY DIAM. 14 in 1.50 m ----        Ref. AP 105Ref. AP 105Ref. AP 105Ref. AP 105    

 

DESCRIPTIONDESCRIPTIONDESCRIPTIONDESCRIPTION                        
            

Round logRound logRound logRound log diameter 14 cm in 1.50 m  
bevelled 

 

Reflective strip Reflective strip Reflective strip Reflective strip red, green or white 
upon request 

 
 

Height of the boundary above ground : Height of the boundary above ground : Height of the boundary above ground : Height of the boundary above ground : 
1.13 m1.13 m1.13 m1.13 m    
 

2 2 2 2  Reflective strip 

1 1 1 1  Round log diam.14, 1.13 m outside ground 

Installation advice :Installation advice :Installation advice :Installation advice : 
 

For fixed boundary : setting into 
the ground by sinking or concrete  
footing to avoid any water trap. 
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