
Wood specie : DOUGLAS firDOUGLAS firDOUGLAS firDOUGLAS fir, pressure treated wood with chromium and arsenic 
free preservatives according to standard EN 335standard EN 335standard EN 335standard EN 335. PEFC PEFC PEFC PEFC certificated wood.  
10101010----year guarantee year guarantee year guarantee year guarantee against fungus and cryptogam attack. 

PRODUCT DATASHEETPRODUCT DATASHEETPRODUCT DATASHEETPRODUCT DATASHEET    
REMOVABLE BOUNDARY DIAMETER 14 in 1.50 mREMOVABLE BOUNDARY DIAMETER 14 in 1.50 mREMOVABLE BOUNDARY DIAMETER 14 in 1.50 mREMOVABLE BOUNDARY DIAMETER 14 in 1.50 m----    Ref.AP 104Ref.AP 104Ref.AP 104Ref.AP 104    

 

DESCRIPTIONDESCRIPTIONDESCRIPTIONDESCRIPTION                        
            

Round logRound logRound logRound log diameter 14 cm in 1.50 m  
bevelled 

 

Reflective strip Reflective strip Reflective strip Reflective strip red, green or white 
upon request 

 

Metal sleeve Metal sleeve Metal sleeve Metal sleeve to seal on the ground 

 

Height of the boundary above ground : Height of the boundary above ground : Height of the boundary above ground : Height of the boundary above ground : 
1.13 m1.13 m1.13 m1.13 m    

5  5  5  5  Padlock fireman  

3333  Sleeve to seal 

2 2 2 2  Reflective strip 

1 1 1 1  Round log diam.14, 1.13 m above ground 

4444  Galvanized locking link 

Locking option :Locking option :Locking option :Locking option : 
 

One galvanized locking link. 
 

One padlock 
(fireman) 
locks the  
system. 
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