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Steel backed timber guardrail T40BP

T40BP

Barriers for bridge parapet
Containment level H2
Working Width W5 
ASI B

EN 1317



Steel backed timber guardrail T40BP

  X Testing conditions

  X Technical information
•	Two half round log diameter 22 cm, length 4.00 m, backed with a steel 

U profile inserted in the wooden rails

•	Handrail with half round log diameter 12 cm in 4.00 length backed with a 
steel U profile 120 mm*200 mm*3 mm

•	Steel post HEA 100 on steel base, 2 m spacing, with 2 premounted wooden 
cladding

•	Anchored on concrete base

•	Pressure-treated wood with arsenic-free preservatives

  X Assembly

  X Certificate
•	All our guardrails have been tested in accordance with the requirements of standards EN 1317 1-2-5

•	T40BP 4ms2 : CE n° 1826 CPR 09 02 06 DR2

•	Notified body : ASCQUER

1 route de Tertu - 61160 Villedieu-Lès-Bailleul - FRANCE
Tel. : +33 2 33 36 11 02 - export@tertu.com

tertu.com
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Containment
level

Crash test criteria

Kinetic 
energy

Recommended
level of use

Test
Speed

of impact
Angle of
impact

Total
weight of

vehicle

H2
TB 51 70 km/h 20° 13 000 kg 287,6 kj High 

containmentTB 11 100 km/h 20° 900 kg 40,6 kj

Model
Working  
Width
(W)

Dynamic
Deflexion

(Dm)

Severity Class
(ASI)

Vehicle  
Instrusion 

(Vin)

Minimal length
recommended

(m)

T40 BP 4mS2 W5 (1.50 m) 1.30 m B (≤ 1.4) Vi5 = 1.70 m 94 m


